Product Technical Data Sheet

AMBIC.
Vordin PortaSpray
PS3, PS8 & PS9
Properties

Bottle: High Density Polyethylene (HDPE)
Nozzle tip: Stainless Steel (PS3 & PS8)
Nozzle body: 402-CB12 Polypropylene (PS3);  Moplen H500N Polypropylene (PS8 & 9)

Spray head: Polypropylene and Stainless Steel (and Ethylene Vinyl Acetate, Polyamide, LDPE, nitrile
rubber and polybutylene teraphthalate).

‘O’ ring: Nitrile

Capacity: 600ml bottle

Dimensions: 8.5 x 26 x 22cm (PS3); 8.5x25x 14 cm (PS8 & PS9)
Net weight: 0.1 Kg

Features

¢ Designed for use with a range of teat spray chemicals.

¢ Available with a white or a blue trigger assembly for pre- and post-spraying applications.
¢ Available with a choice of three different nozzles (depending on part code).

¢ Nozzles, trigger spray heads and bottle are available for purchase separately.

e Larger size nozzles are available (12mm) for use with other trigger spray systems.

Ambic Equipment Limited, 1 Parkside, Avenue Two, Station Lane, Witney, Oxfordshire, OX28 4YF, England

Tel: +44 (0)1993 701935 Fax: +44 (0)1993 779039 Email: tech@ambic.co.uk Web: www.ambic.co.uk

November 2015 — Issue 1



AMBIC.

Suitable for use with the Trigger Spray Heads TR-11-B and TR-11-W:

Product Technical Data Sheet

RA4-11-B (blue)
RA4-11-W (white)

Nozzle with Stainless Steel
Jet and 11mm thread —
available in blue or white.

Used with PS8-B & PS8-W.

RA40-11-B (blue)

Nozzle with Plastic Jet and
11mm thread — only
available in blue.

Used with PS9-B.

RA5-11-B (blue)
RA5-11-W (white)

Extended Nozzle with
Stainless Steel Jet and
11mm thread — available in
blue or white.

Used with PS3-B & PS3-W.

For use with other Trigger Spray Systems:

RA2-12-B (blue)
RA2-12-W (white)

Nozzle with Stainless Steel
Jet and 12mm thread —
available in blue or white.

RA20-12-B (blue)

Nozzle with Plastic Jet and
12mm thread — only
available in blue.

RA50-12-B (blue)
RA50-12-W (white)

Extended Nozzle with
Stainless Steel Jet and
12mm thread — available in
blue or white.

Manufactured in the UK EU Tariff Code: 84242000
REACH compliance is not applicable.

Ambic Equipment Limited, 1 Parkside, Avenue Two, Station Lane, Witney, Oxfordshire, OX28 4YF, England

Tel: +44 (0)1993 701935 Fax: +44 (0)1993 779039 Email: tech@ambic.co.uk Web: www.ambic.co.uk

November 2015 — Issue 1



